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Available format: 48 mm x 130 m 

628

Thickness

Adhesion to Steel

Tensile Strength

Backing

Adhesive Type

Colour

1.69 mils

41 oz/in

20.6 lbs/in

BOPP Film

Synthetic rubber/resin

Clear / Tan / White

Carton Sealing Tape

Engineered to meet medium-duty sealing demands in both 
manual and automated environments, M-Strength 628 
offers strong closure and operational consistency on 
recycled or standard cartons.

Its hot melt adhesive and BOPP backing deliver firm hold, 
controlled unwind, and stable tensile behavior across 
repeated applications

Key Advantages:
• Maintains strong adhesion on recycled and standard

corrugated board

• Provides strong holding force to keep cartons sealed
under tension

• Resists tearing during bundling, handling, or shipping

• Supports consistent line performance through stable
mechanical properties

• Unwinds smoothly to enhance operational speed and
reliability

• Compliant with food packaging and industry
standards (FDA 21 CFR 175.105, CID A-A-1684C)

Attributes: Strong hold • Controlled unwind • Medium-duty performance • 
BOPP backing • Food-contact compliant • Manual/machine formats

M-Strength™ is our exclusive brand of industrial tapes,
developed to offer the optimal balance between
technical performance and competitive pricing.

TDS Available 
Scan for details




